METER — FUEL SENDER GAUGE ASSEMBLY ME-73 


FUEL SENDER GAUGE ASSEMBLY 
COMPONENTS 


REAR SEAT CUSHION ASSEMBLY 


FUEL PUMP TUBE SUB-ASSEMBLY 


ae TUBE JOINT CLIP 


< Bi ly FUEL TANK VENT TUBE SET PLATE 


FUEL SUCTION TUBE ASSEMBLY 
WITH PUMP AND GAUGE 
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ME-74 METER — FUEL SENDER GAUGE ASSEMBLY 


REMOVAL 


Fuel Sender Gauge Assembly: 


Fuel Sender Gauge Assembly 
Wire Harness View: 


E 


E132659E01 


1. 


8. 


DISCHARGE FUEL SYSTEM PRESSURE 
HINT: 
(See page FU-1) 


DISCONNECT CABLE FROM NEGATIVE BATTERY 
TERMINAL 

CAUTION: 

Wait for 90 seconds after disconnecting the cable to 
prevent airbag deployment (See page RS-1). 


REMOVE REAR SEAT CUSHION ASSEMBLY (See 
page SE-113) 

REMOVE REAR FLOOR SERVICE HOLE COVER (See 
page FU-26) 

SEPARATE FUEL PUMP TUBE SUB-ASSEMBLY (See 
page FU-26) 

REMOVE FUEL TANK VENT TUBE SET PLATE (See 
page FU-26) 

REMOVE FUEL SUCTION TUBE ASSEMBLY WITH 
PUMP AND GAUGE (See page FU-27) 


REMOVE FUEL SENDER GAUGE ASSEMBLY (See 
page FU-27) 


INSPECTION 


A. 


INSPECT FUEL SENDER GAUGE ASSEMBLY 

(a) Remove the fuel sender gauge assembly. 

(b) Check that the float moves smoothly between F and 
E. 

(c) Measure the resistance between the terminals 2 (S) 
and 3 (FE) of the connector according to the 
value(s) in the table below. 

Standard resistance: 
Main 


Float Level Resistance (Q) 


F 


13.5 to 16.5 


Between E and F 13.5 to 414.5 (Gradually changes) 


E 


405.5 to 414.5 


HINT: 
If the value is not as specified, replace the fuel 
sender gauge assembly. 


